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Abstract—The NEMA NU 2-2001 protocol has been especially
designed for the performance evaluation of whole-body positron
emission tomography (PET) measurements with scanners ac-
quiring data in three-dimensional (3–D) mode without septa or
with septa retracted. We report on the comparative NEMA NU
2-2001 performance tests on four different Siemens/CTI ECAT
PET scanners, the two bismuth germanate oxide scanners HR+
and EXACT and the two lutetium oxyorthosilicate scanners
ACCEL and EMERGE. All scanners were operated in 3-D mode
only. Until now, no complete NEMA NU 2-2001 evaluations have
been reported for the HR+ and EXACT. For the ACCEL and
the EMERGE, these are the first published performance charac-
teristics as far as we know. The HR+ showed a superior spatial
resolution, whereas the ACCEL had the best countrate [noise
equivalent count (NEC)] performance above a radioactivity con-
centration of 2 kBq/cc. The sensitivity of the full-ring scanners did
not differ much with numbers between 5982 and 7180 cps/MBq.
The sensitivity of the partial-ring scanner EMERGE was 2279
cps/MBq. Although the EMERGE yields lower NEC rates than
the EXACT for radioactivity concentrations less than 10 kBq/cc,
it is favorable beyond this cross over point. The scatter fraction
of all four scanners was about 48%. The lesions to be examined
by the image quality test could be seen best with the ACCEL.
The NEMA NU 2-2001 performance tests proved to be a valuable
guideline for this instrumental comparison.
Index Terms—NEMA-NU2 2001, performance test, positron
emission tomography (PET).
I. INTRODUCTION
THE INTRODUCTION of a new positron emission to-mography (PET) scanner is usually accompanied by a
paper that describes the technical specification and reports on
the characteristic performance of the new instrument. In order
to allow a comparable evaluation of different devices, mea-
surement protocols have been developed and recommended
by committees in which experienced research groups and
industrial developers are represented. With regard to PET in-
strumentation, recommendations for standardized performance
tests have been published by a task-group of the Society of
Nuclear Medicine [1], the National Electrical Manufacturers
Association (NEMA), and the International Electrotechnical
Commission (IEC), which got input from a European Economic
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Community (EEC)-concerted action [2]. The former NEMA
standard [3] and the IEC standard [4] suggested protocols for
scanners of the third and fourth PET scanner generation [5],
which were primarily used in two-dimensional acquisition
mode, but optionally also in three-dimensional (3-D) mode
without septa. With the increasing fraction of whole-body
scans for PET oncology done in 3-D mode during the last
years, those protocols proved to be rather limited in examining
and comparing scanner performance with regard to the 3-D
acquisition. The 3-D mode has not only the advantage of
an increased sensitivity, but is also prone to a considerable
increase in random and scattered events. Especially random
coincidences increase dramatically in whole-body scanning,
where they originate from body parts outside the scanner’s
field of view. As both the NU 2-1994 and IEC protocols did not
adequately meet the radioactivity distribution, which is relevant
for whole-body scanning, the NEMA-committee has developed
a new protocol [6], which specifically takes into account the
conditions of whole-body scanning.
The NU 2-2001 protocol includes a number of tests to check
the different aspects of scanner performance. These aspects
comprise spatial resolution (test i), scatter fraction, count
losses, and randoms measurements (including the calculation
of noise equivalent count (NEC) rates) (test ii), sensitivity (test
iii), accuracy of corrections for count losses and randoms (test
iv), and image quality, accuracy of attenuation, and scatter
corrections (test v). To perform the necessary measurements,
appropriate procedures and phantoms, which had already been
suggested for testing the 3-D PET performance, were taken
over, e.g., the sensitivity test developed by Bailey et al. [7].
In addition, a new cylindrical phantom of 70 cm length was
designed, which is intended to simulate the distribution of
random and scatter radiation, found in whole-body scans, more
adequately than the former tests did.
In this paper, we followed the NU 2-2001 protocol to
examine four different scanners of one manufacturer, i.e.,
Siemens/CTI. Two of them are widely distributed scanners
based on bismuth germanate oxide (BGO) detectors, the ECAT
EXACT and the ECAT HR+. The other two are the more
recent scanners ECAT ACCEL and ECAT EMERGE which
use lutetium oxyorthosilicate (LSO) crystals. The first of
the latter two resembles the ECAT EXACT, but is equipped
with LSO—rather than BGO—crystals, whereas the ECAT
EMERGE is the LSO version of the partial ring PET scanner
ECAT ART. Both BGO scanners have been evaluated using the
older test standards [8]–[10]. Part of the NU 2-2001 protocol
has already been applied to the EXACT and HR+ [11], [12].
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HERZOG et al.: NEMA NU2-2001 GUIDED PERFORMANCE EVALUATION OF FOUR SIEMENS ECAT PET SCANNERS 2663
TABLE I
SURVEY OF SCANNER SPECIFICATIONS
For the ACCEL and the EMERGE, this paper presents the first
published performance characteristics as far as we know. We
had the opportunity to perform all NU 2-2001 tests on the four
scanners. Here, we report on our measurements and results.
Because the EMERGE can acquire data in the 3-D mode only
and because the 3-D mode is increasingly used in whole-body
scanning, only 3-D data were recorded and are presented here.
II. MATERIAL AND METHODS
The recipes of the different tests are detailed in the “NEMA
Standard Publication NU 2-2001: Performance Measurements
of Positron Emission Tomographs” [6]. Furthermore, they have
been explained by Daube–Witherspoon et al. [12] whose paper
also described some additional comparative tests including the
GE Advance and HR+ scanners. Here, we do not repeat the de-
scription of the performance tests, but report only on those de-
tails that differ from the standard approach and/or are specific
for the scanners we have investigated.
A. Scanner Description
The ECAT HR+ has been located at the Institute of Medicine
of the Forschungszentrum Juelich, Germany, since 1996. The
EMERGE was installed at the Clinic of Nuclear Medicine, Uni-
versity of Erlangen, Germany, in September 2002. The EXACT
has been in use at the St. Franziskus Hospital, Moenchenglad-
bach, Germany, since January 2002, and the ACCEL at the
Department of Nuclear Medicine at the Academic Hospital
of the Free University of Brussels, Belgium since July 2001.
Most of the technical specifications of the scanners have been
detailed elsewhere (see manufacturer’s technical specifications
and [8]–[10]). Table I summarizes the major parameters char-
acterizing the individual scanners. All scanners were used with
the scanner-specific standard settings of the energy discrimi-
nation window, coincidence window, ring differences, as well
as angular (mash) and axial (span) smoothing. ECAT scanners
provide an online random correction, which is based on the
delayed window method [13]. In order to access the random
counts separately, the data used for test ii were recorded in
the “Prompts & Delayeds” acquisition mode, which provide
two sets of sinograms within the acquisition file: consecutive
time frames contain sinograms with prompt and delayed (i.e.,
random) counts in an alternating way.
B. Spatial Resolution
Glass capillaries of 1 mm inner diameter in which 1 mm
-solution was inserted were used as the point sources in this
test. The sources were arranged in air as required. The sino-
grams were recorded over periods ranging from 60–86 s, during
which up to 180 000 counts were collected. Point spread im-
ages were reconstructed without attenuation and scatter correc-
tion. The software used for this purpose was the one included
in the ECAT 7.2 software package. As standard reconstruction
procedures without any smoothing filters are suggested by the
NEMA protocol, data were FORE-rebinned and reconstructed
by filtered backprojection using the direct Fourier reconstruc-
tion [14] (therefore referred here as “DIFT” reconstruction) with
a ramp filter (smallest available filter width). In order to achieve
an adequate sampling of the point spread profile, which would
have not been possible with the standard pixel size of 2 mm, the
point sources were reconstructed in brain mode with an image
matrix of 256 256 pixels and a pixel size of 0.25 mm
0.25 mm. For this purpose, a zoom factor of 10 was chosen.
In brain mode, the sinogram is trimmed to half the diameter of
the normal field of view (FOV). Because of this fine sampling,
it was not regarded as necessary to perform the parabolic fit of
the curve peak as suggested in the NU 2-2001 protocol. The re-
sults of this test were rather inconsistent. In some evaluations,
the radial resolution measured at was smaller than
the tangential, which should not be the case. Therefore, an alter-
native reconstruction procedure was tested and applied as well.
This reconstruction method is the 3-D filtered backprojection
(PROMIS algorithm [15]), which had been the standard recon-
struction method of the ECAT 7.1 software package and is fur-
ther-on referred as “3DFBP.” It is still available as vector pro-
cessor (VP)-based reconstruction. Using 3DFBP with a ramp
filter and a , more consistent results were
obtained.
C. Scatter Fraction, Count Losses, and Randoms
Measurements
To adapt the measurements of “scatter fraction, count losses,
and randoms coincidences” for whole-body imaging, the
NEMA committee introduced a new cylindrical 70 cm long
phantom. The NEMA protocol distinguishes between the total
event rate (TOT), the random event rate (R), the scatter event
(S), and the true event rate (T). TOT, which is the sum of T, R,
and S, is the same as the prompt event rate as called by CTI.
Random events are also called delayeds by CTI, because in their
scanners the delayed window subtraction method is applied to
estimate and correct for the random events. Furthermore, CTI
defines trues as prompts minus delayeds. If not stated other-
wise, the word true rate is used here in the sense of the NEMA
definition. For the purpose of the measurements reported here,
a phantom according to the NEMA NU2-2001 instructions was
produced by our workshop [16]. It consists of polyethelene
with the required density of 0.96 , is 70 cm long, and
has a diameter of 20 cm. At a radius of 4.5 cm, there is a hole
with a diameter of 6.4 mm parallel to the phantom’s axis. The
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tube in which the radioactivity is inserted is made of plexiglass
with an outer diameter of 5 mm and an inner diameter of 3
mm. The starting radioactivity concentration of solution
ranged from 24 kBq/cc (HR+) to about 45 kBq/cc for the other
scanners. The activities were measured with dose calibrators
available at the individual sites that were routinely checked for
accuracy. This radioactivity concentration is calculated as the
radioactivity within the tube divided by the phantom volume
of 22 000 cc. Between 30 and 40 frames lasting 30 min each
and separated by an interval of 25 min were recorded so that
the total acquisition time corresponded to at least 15 halftimes
of . The NU 2-2001 protocol recommends to continue the
measurements until the random count rate is less than 1% of the
true count rate, so that the scatter fraction can be derived from
frames not influenced by randoms. This could not be realized
in all four scanners. From high to low count rates, there was
a steady decrease of the delayed/prompt ratio. At very low
count rates, however, this ratio increased again, i.e., the random
counts became nonnegligible. In the case of BGO scanners, the
imperfectly shielded transmission line sources are responsible
for the background due to random coincidences. In the case
of LSO scanners, this background is caused by the natural
abundance of in the LSO crystals. The so-called net-true
coincidence counts (still comprising the scattered events) were
obtained by subtracting the delayed (random) sinograms from
the prompt sinograms. According to the NEMA protocol,
all counts were evaluated only within a diameter of 24 cm
and do not refer to the total field of view of the scanner. The
scatter fraction was determined by exploiting those frames
with the lowest delayed/prompt ratio. Frames at a radioactivity
concentration of 0.5–1 kBq/cc were evaluated. Since all ECAT
scanners use the delayed window subtraction method [13] to
correct for random events, the NEC [17] rate was calculated
according to the equation
NEC (1)
i.e., the so-called 2R-NEC rates were obtained.
In order to add an interesting issue to the discussion, NEC
rates of the two LSO scanners ACCEL and EMERGE were cal-
culated for a hypothetical scatter fraction of 30%. A value of
30% might be possible, if further instrumental progress will suc-
ceed to transfer the high light output of LSO into a smaller en-
ergy window, and consequently into a lower scatter fraction. To
calculate the appropriate NEC data, the scatter fraction obtained
by the measurement was replaced by the value of 30%.
D. Sensitivity
Instead of five metal sleeves described in the NU 2-2001 pro-
tocol for the sensitivity test, we used only four, i.e., the thinnest
sleeve was not used. For the four aluminum sleeves, which
were produced by our workshop, slightly different diameters
than suggested by the NU 2-2001 protocol had to be used [16].
The inner and outer diameters of the 70 cm long sleeves were 7
and 9.9 mm (sleeve 1), 10 and 11.9 mm (sleeve 2), 12 and 14.95
mm (sleeve 3), and 15 and 18 mm (sleeve 4), respectively. With
these diameters, the sleeves fitted each other perfectly. The
plastic tube containing the radioactivity had an inner diameter
of 4 mm and an outer one of 6.5 mm. The radioactivity inserted
into this tube was approximately 5 MBq . The activities
were measured with dose calibrators and diluted as necessary.
For each measurement, between 500 000 and 800 000 prompt
counts were recorded with the “normal” acquisition mode,
i.e., the sinograms were online random corrected by using
the delayed window subtraction method [13]. As there are no
scattered events in this test, the prompt events represent the
true events. The individual measurements took from 20–100
s, depending on the scanner’s sensitivity and the radioactivity
used. The 3-D sinograms were single-slice rebinned using a
MATLAB program.
E. Accuracy of Corrections for Count Losses and Randoms
For this test, the measurements performed for “scatter frac-
tion, count losses, and randoms measurements” were used. As
stated above, a delayed/prompt ratio below 1% could not be
achieved with the scanners examined here. Therefore, we ex-
trapolated our data on the basis of the acquisition with the lowest
achievable delayed/prompt ratio, which ranged from 6.3% to
10%. Since the data were recorded in “Prompts & Delayeds”
acquisition mode which did not allow a direct image recon-
struction of sinograms of (net-)true coincidence counts were ob-
tained with a MATLAB program which subtracted delayed from
prompt sinograms and created a random-corrected ECAT7 sino-
gram file. The sinograms were reconstructed with filtered back-
projection (DIFT) using a Shepp filter with a width of 2.5 mm,
which is the standard reconstruction procedure applied to our
non-whole-body studies. The reconstruction included attenua-
tion, scatter, and decay correction. In all image planes, a ROI
with a diameter of 18 cm was defined on the reconstructed trans-
mission images with a concentric position over the phantom.
These ROI were superimposed on the emission images, yielding
an ROI average for each image plane and time frame
. The evaluation of this test had to be adapted to the stan-
dard outcome of reconstructed PET images produced by the
ECAT7.2 software: the reconstruction program includes the cal-
ibration, so that the pixel content of the images is given in bec-
querels per cubic centimeter rather than in counts. Therefore, the
numbers of radioactivity concentration were examined rather
than the count rates, as suggested originally by the NEMA pro-
tocol. Furthermore, all images are decay-corrected in relation to
the scan start time. Therefore, we calculated the relative count
rate error of this test as follows:
(2)
is the average of the radioactivity concentrations
obtained for those three time frames with the lowest
delayed/prompt ratio. For these frames, the dead time losses
were approximately 1%.
F. Image Quality, Accuracy of Attenuation, and Scatter
Corrections
This test was done with the EEC whole-body phantom in
which six spheres were installed. At the bottom of this phantom,
the 70 cm cylinder phantom was placed whose tube was filled
with approximately 90 MBq (only 35 MBq for the ACCEL).
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TABLE II
RECONSTRUCTED IMAGE RESOLUTION (USING 3DFBP WITH A RAMP
FILTER OF 0.5 CUTOFF)
The NEMA protocol prescribes that the largest two spheres are
filled with cold water, whereas the space outside the spheres
(background) and the smaller four spheres are filled with ra-
dioactivity such that the ratio of radioactivity concentration of
these spheres and the background is 4 : 1 in a first trial and 8 : 1
in a second trial. The radioactivity concentration of the back-
ground (BG) ranged from 2.8–7.5 kBq/cc. The acquisition and
the reconstruction procedure are to be performed similarly to
those of a whole-body study. Therefore, the emission scan du-
ration was 6 min in case of the HR+ and EXACT, 7 min in case
of the ACCEL, and 8 min in case of the EMERGE. The trans-
mission scan recorded with the phantom containing radioac-
tivity took 4 min for the EMERGE and 3 min for the other
scanners. The attenuation correction applied a segmented atten-
uation map. As common for the clinical studies, images were
reconstructed with the attenuation-weighted ordered subset ex-
pectation maximization procedure [18] with eight subsets and
two iterations followed by a Gaussian filtering with a filter width
of 4 mm. In order to check the accuracy of the attenuation and
scatter corrections, the parameter was determined. For
this purpose, a cold rod with a density of 0.33 was po-
sitioned at the phantom’s center. This density was achieved by
filling the rods with unboiled noodles [16]. According to the
NEMA protocol, the residual error was calculated as the ROI




Table II summarizes the reconstructed image resolution ex-
pressed as full-width at half-maximum. The data shown were
measured in air with a radial position of the point source at 1
and 10 cm from the center. Because of the inconsistent results
obtained with the primary reconstruction method (DIFT) avail-
able in the ECAT 7.2 software, the results reported in Table II are
derived from point spread images reconstructed with an older
reconstruction software (3DFBP). As expected, the resolution
of the HR+ was superior to those of the other scanners. Fig. 1
illustrates the different outcome of the ways in reconstructing
the point spread images.
B. Scatter Fraction, Count Losses, and Randoms
Measurements
The scatter fraction ranged from 46% (ACCEL) to 50%
(EXACT), i.e., it was nearly the same for all the scanners
(Table III). This can be expected, because the ring dimension
Fig. 1. Comparison of point spread images, which were used to determine
the image resolution, reconstructed with either the present ECAT 7.2 software
(DIFT) or the previous 3DFBP method. (Top) In contrast to the image obtained
with DIFT, the 3DFBP reconstructed image has a circular shape, which is
expected for the position x = 0 and y = 1 cm. (Bottom) In this case where the
point source was located at x = 0 and y = 10 cm, only the image produced by
the 3DFBP reconstruction showed the expected shape with the radial extension
greater than the tangential one.
TABLE III
SCATTER FRACTION AND 2R-NEC RATES
Fig. 2. Scatter fraction determined for the single planes is plotted as a function
of the image planes for the ECAT scanners HR+ (63 planes) and EMERGE (47
planes). The positive z axis is directed to the scanner’s front end.
of the scanners are nearly identical, and the energy window
(350–650 keV) was the same. Fig. 2 shows the scatter fraction
along the z axis for the HR+ and the EMERGE scanner. The
profiles of the EXACT and the ACCEL were similar to that
of the EMERGE. As underlined by Fig. 2, the scatter fraction
was maximum in the center of the field view. Compared to the
minimum scatter fraction, which was found at or near the end
of the field of view, the maximum scatter fraction was higher
by a factor of 1.26 in case of the HR+ and 1.33 in case of
the EMERGE. This number was about 1.3 for the other two
scanners.
When looking at the low range of the total count rates (Fig. 3),
the HR+ , the ECAT, and the ACCEL are similar, which is also
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Fig. 3. Comparison of (black) the total and (dark gray) true count rates of the
four ECAT scanners as a function of the average radioactivity concentration
within the 70 cm long phantom. The counts were summed within a diameter of
24 cm.
Fig. 4. Comparison of the 2R-NEC rates of the four ECAT scanners as a
function of the average radioactivity concentration within the 70 cm long
phantom.
mirrored by the sensitivity (see below), whereas the partial ring
scanner EMERGE records a much lower count rate. The HR+
peaks with 720 kcps at 20 kBq/cc, the ACCEL with 795 kcps at
27 kBq/cc, the EXACT with 530 kcps at 32 kBq/cc. The much
lower count rate of the EMERGE does not reach its limit at the
radioactivity concentrations studied here.
As already explained above, the random count rate became
not negligible at low radioactivity concentrations. The smallest
possible delayed/prompt ratio was measured for the EXACT
with 6.4%. This number was 7.8% for the HR+, 10% for the
ACCEL and 9.3% for the EMERGE. Below a radioactivity con-
centration of 2 kBq/cc, the NEC rates of the HR+, EXACT, and
ACCEL did not differ much. The NEC data of the individual
scanners are shown in Fig. 4 and Table III, which also summa-
rizes the peak NEC rates with their corresponding
radioactivity concentrations at which is
reached. The LSO scanner ACCEL with its small coincidence
window of 6 ns and consequently low random rate surpasses the
HR+ above a radioactivity concentration of 2 kBq/cc. Its peak
TABLE IV
SENSITIVITY
Fig. 5. Sensitivity of the single planes as a function along the scanner’s z axis.
The countrate of a single plane was obtained after single slice rebinning of the
original 3-D data. The positive z axis is directed to the scanner’s front end.
NEC rate is nearly three times that of the EXACT and twice that
of the HR+. On the other hand, this peak rate is reached at rather
high radioactivity concentrations. Both the full ring EXACT and
the partial ring EMERGE show much lower NEC curves with
a crossover point at 10 kBq/cc. Above this concentration, the
LSO-ART scanner becomes superior. To take advantage of this
behavior, an increased dose of injected radioactivity has to be
chosen for this scanner.
C. Sensitivity
Our tests showed that the 3-D sensitivity values of the
EXACT, HR+, and the ACCEL do not differ much. The results
are summarized in Table IV. The 3-D sensitivity of the HR+
is the highest with 6650 cps/MBq. The EMERGE with its
partial ring design shows 2279 cps/MBq, which is 36% of
the sensitivity of the ACCEL. For the two BGO scanners, the
sensitivity was 5% higher when the sensitivity measurements
were carried out with a 10 cm offset of the Al tubes, whereas
it was unchanged or slightly decreased for the LSO scanners.
Fig. 5 compares the sensitivity profiles of the scanners plotted
against the z axis. The dead time losses were approximately
1%. Due to the problem of random background, the random
rate was between 5% and 10% of the difference prompt minus
delayed (“CTI-true”) event rate.
D. Accuracy of Corrections for Count Losses and Randoms
Fig. 6 shows the relative errors in radioactivity measured in
the image plane in the middle of the FOV versus the radioac-
tivity concentration within the 70 cm cylinder phantom. It illus-
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Fig. 6. Relative error in radioactivity measured from the image, which is
determined according to (2), remains within a range of += 3% (indicated
as horizontal gray dotted lines), if the recorded radioactivity concentration is
below the radioactivity concentration a , which is marked as vertical
lines above the += 3% range.
trates that the errors remain within the 3% range at radioac-
tivity concentrations below that of the peak NEC rate (com-
pare Table III). Only under the influence of bad count statistics
at very low radioactivity the errors surpass this range slightly.
When looking at all other planes and at radioactivity concentra-
tions below , the errors in case of the EXACT remain
less than 6.3%, of the HR+ less than 6.9%, of the ACCEL less
than 12.9%, and of the EMERGE less than 8.5%.
E. Image Quality, Accuracy of Attenuation, and Scatter
Corrections
The main numbers resulting from the image quality test are
summarized in Table V. The ACCEL yielded the lowest back-
ground variation, which is also demonstrated in Fig. 7, where
it is compared with the other scanners in case of the 1 : 8 back-
ground to hot sphere ratio. On the other hand, the ACCEL had a
comparably lower hot sphere contrast. Accordingly, Fig. 7 indi-
cates that the detection of the three larger hot spheres is equally
good in the other scanners. Because of the smooth background,
the smallest (10 mm) sphere can be seen with the ACCEL, but
not with the EXACT and EMERGE. This sphere was also vis-
ible on the HR+ image, which is concordant with the highest
hot contrast of 12% found for the smallest sphere. However, this
sphere might not have been detected without a knowledge of the
phantom’s structure.
When the 1 : 4 study was analyzed, only the two largest hot
spheres (17 and 22 mm) could be seen on the images of the HR+,
EXACT, and EMERGE, whereas the ACCEL revealed also the
13 mm sphere—again due to its smooth background. Although
the ACCEL and the HR+ had the highest cold contrast, the
cold spheres could be seen clearly only in the ACCEL images
with their low background noise. This finding holds for both the
“1 : 8” and “1 : 4” study. The values of , which served
to estimate the accuracy of the attenuation and scatter correc-
tions, ranged from 29% (EMERGE 1 : 8-test) to 48% (ACCEL
1 : 8-test), demonstrating a considerable residual reconstructed
radioactivity concentration in this cold area.
IV. DISCUSSION
This paper presents a comparison of performance characteris-
tics of four ECAT PET scanners manufactured by Siemens/CTI.
The tests were performed according to the recommendations of
the NEMA NU2-2001 protocol [6]. Originally, it was not in-
tended to do a prospective examination of all four scanners. We
started with first measurements on the HR+ to get acquainted
to the new standard. Afterward, it was agreed to do these mea-
surements on a newly installed partial ring LSO scanner, the
EMERGE. Only later we realized that it might be interesting to
work on a more extended comparative examination and to in-
clude two further scanners, the older but widely used EXACT,
and the recent full-ring LSO-PET ACCEL. Except for the newly
installed EMERGE, no specific detector setup has been made
prior to the tests. Thus, our test may not represent the optimum
scanner’s state that is expected at least at the time of delivery.
Most of the tests could be realized as suggested by the NEMA
protocol. The main difference was the handling of those mea-
surements (determination of the scatter fraction and sensitivity)
for which negligible rates of randoms are demanded. For the
reasons already mentioned above concerning scanner construc-
tion (transmission line sources) and detector material (including
radioactive isotope ), it was not possible to fall below a de-
layed/prompt ratio of 5%. On the other hand, the contribution of
the delayed counts could be taken into account in test ii. Here
the scatter fraction was derived from sinograms which had been
recorded in the “Prompts & Delayeds” acquisition mode so that
the sinograms of the delayed coincidences could be subtracted
from the prompt coincidences prior to the evaluation guided by
Figure 4-2 of the NEMA protocol.
In this evaluation, the so-called 2R-NEC rates were deter-
mined, since the random correction of the ECAT scanners uses
the delayed window technique. In order to allow a better com-
parison with other scanners whose specifications refer to the
1R-NEC rate, since their random correction is based on the use
of single count rates or they apply a smoothing of the recorded
delayed counts, Table VI lists the peak NEC rates for both the
2R- and 1R-case. The count rates of the HR+ and EXACT re-
ported here are in agreement with the numbers reported else-
where [11].
In the low count range, there are only small differences be-
tween the HR+, the EXACT, and the ACCEL, although the co-
incidence time window of the ACCEL is only 6 ns so that the de-
layed/prompt ratio of the ACCEL decreases to 17% at 5 kBq/cc
compared to 32% for the EXACT. Thus, the improved NEC rate
of the ACCEL with respect to its BGO sister EXACT is due
to the lower random rate. It might be even higher with a lower
scatter fraction, which should be expected because of the higher
light output of LSO compared to BGO. The assumption of a
30% scatter fraction resulted in NEC rates shown in Fig. 8. This
figure clearly indicates possible progress with the LSO scan-
ners. With a scatter fraction of 30%, the partial ring LSO scanner
EMERGE would perform similarly as the full ring BGO scanner
EXACT even in the low radioactivity range in spite of its infe-
rior sensitivity.
It has been described above that the present standard recon-
struction software is not suited to deliver proper results of res-
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TABLE V
RESULTS OF IMAGE QUALITY TEST
Fig. 7. Transverse images of the image quality test done with the
background/hot sphere ratio of 1 : 8. The images show the section across
the center of the spheres. (a) ACCEL. (b) EXACT. (c) HR+. (d) EMERGE. The
10 mm sphere is indicated by arrows.
TABLE VI
2R-NEC VERSUS 1R-NEC PEAK RATE
Fig. 8. Possible improvements of the LSO scanners caused by a hypothesized
reduction of the scatter fraction to 30% are indicated by the comparison with
the original NEC rate curves of the ACCEL, EMERGE, and EXACT.
olution parameters especially in the transverse orientation, be-
cause the DIFT results show distorted point spread images. The
image space in which the point source has to be reconstructed
must be zoomed so that the pixels are small enough to assure
an adequate sampling. This is achieved by the 3DFBP recon-
struction, but not by the DIFT method. The latter reconstructs
with image pixels 2.1 mm 2.1 mm primarily and then zooms
the reconstructed image to a pixel size of 0.25 mm 0.25 mm.
This approach is not suited to sample a point source properly
and results in distorted point spread images. At PET sites where
the DIFT reconstruction is the only available procedure, accu-
rate resolution tests might be problematic. On the other hand,
when we compared images of a 3-D Hoffman phantom filled
with , which had been reconstructed with both methods, no
obvious difference, which might have been related to the dif-
ferent reconstruction methods, could be detected.
As the resolution test is done with point sources in air, this
test may have limited value for the real situation where the ra-
dioactivity is distributed in dense tissue. An additional test with
the point sources positioned in water may be useful.
Most of the tests included in the NEMA NU2-2001 standard
yield relative radioactivity numbers, i.e., the count rate accu-
racy and the image quality test. In contrast, the sensitivity test
produces an absolute result. Here, the determination of the ra-
dioactivity inserted in the central tube represents a possibly crit-
ical additional variable that may introduce an error. We were
not able to check the accuracy of the activimeters at all scanner
sites. In the case of the HR+, we could confirm our result in a
repeated test. Regarding the EXACT and the ACCEL, our data
were close to those of the manufacturer, which was obtained via
a point source measurement combined with a specific calcula-
tion (personal communication).
The image quality test underlined the comparably lower
plane sensitivity of high-resolution scanners like the HR+.
The background in the HR+ images looks less uniform than
in the other scanners [Fig. 7(c)]. Thus, the theoretically better
ability of the HR+ to reveal small hot spots because of its
better resolution is counteracted by its inferior background
uniformity. The finding of the improved uniformity of the LSO
scanner ACCEL [Fig. 7(a)] is also supported by the images
of the partial ring LSO scanner EMERGE [Fig. 7(d)], which
seems to be only slightly inferior to the EXACT [Fig. 7(b)],
although its sensitivity is much less.
Although the images of the quality test reveal a less uniform
background of the HR+, this finding is not really mirrored in
the results produced by this test (Table V). When we defined
an additional large ROI with an area of 150 , which was 2
cm axially apart from the plane with the center of the spheres,
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i.e., in a background plane, and calculated its coefficient of vari-
ance, we got 13.71% for HR+, 10.94% for the EXACT, 6.08%
for the ACCEL, and 14.19% for the EMERGE. These numbers
correspond quite well with the image impression. The test of the
residual error in attenuation and scatter corrections with its pa-
rameter yielded values from 28.7% to 47.8%. Ideally,
this value should have been zero. This result indicates the ne-
cessity of an improvement in the corrections.
This paper reports the technical characteristics of four
commercial dedicated PET scanners. The data obtained can
serve as a basis for rationally designing protocols of image
acquisition in the clinical surrounding. The devices studied
encompass a wide range of system costs; as expected, the
more expensive scanners perform better than the comparatively
cheaper tomographs. Cameras equipped with LSO crystals
seem to be superior to those using BGO at higher tissue con-
centrations of radioactivity. These may especially be found in
images of cerebral or cardiac FDG uptake, at the beginning of
dynamic studies, or when higher tracer doses are injected. The-
oretically, differences in technical performance should translate
directly into differences in diagnostic accuracy. However, the
proof for this assumption and an analysis of the clinical impact
of this relationship can only be obtained via clinical studies.
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